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KHINOD

LIGHTING SIMPLIFIED

At khind, we believe to empower people
to conftrol their environment, giving them
the freedom to grow, think, work, play to
focus on the things that matter.
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KHINOD

BULB

Simple, Quick & Easy

* A bright, all round lighting solution for living rooms,
wall lights, ceiling light & decorative luminaires.

= Quick & easy replacement of compact fluroscent,
KHIND halogen or Incandescent lamp.

» Ultra-long life, lower maintenance cost
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Complies with Intl. Standards IEC 60598, IEC61347,
IEC61547, IEC62031, CE, CB and SASO

CATEGORY A-SERIES C-SERIES G-SERIES T-SERIES GU-SERIES

MODEL NUMBER KH-E27-A60-12W  KH-E27-A70-16W  KH-E27-A95-20W  KH-E14-C37-7W KH-E14-C37-7W KH-E27-G45-5W KH-E27-T44-13W  KH-E27-T100-35W  KH-E27-T130-55W KH-GU10-MR16-7W
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Watts 12w 16W 20W W W S5W 13W 35W 55W W
Base E27 E27 E27 E14 E14 E27 E27 E27 E27 GU10
Input Voltage AC170-250V = AC170-250V = AC170-250V | AC170-250V & AC170-250V | AC170-250V | AC170-250V | AC170-250V | AC170-250V = AC170- 250V
Frequency 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz
Power Factor >0.5 >0.5 >0.9 >0.5 >0.5 >0.5 >0.5 >0.9 >0.9 >0.5
Light Beam Angle 220° 220° 220° 220° 220° 220° 220° 220° 220° 100°
Lumens \ Watt 105Im/w 105Im/w 108Im/w 110Im/w 110Im/w 110m/w 105Im/w 105Im/w 105Im/w 100Im/w
Total Lumens 1260Im 1680Im 2100im 550Im 550lm 550Im 1365Im 3675Im 5775Im 700lm
CRI 80 80 80 80 80 80 80 80 80 80

Corelated Color | 3000K / 4000K | 3000K / 4000K & 3000K / 4000K | 3000K / 4000K ' 3000K / 4000K ' 3000K / 4000K ' 3000K / 4000K ' 3000K / 4000K = 3000K / 4000K = 3000K / 4000K
Temperatfure 7000K 7000K 7000K 7000K 7000K 7000K 7000K 7000K 7000K 7000K

Dimension 109 x 60mm 148 x 70mm 174 x 95mm 113 x 38mm 113 x 38mm 82 x 45mm 134 x 44mm 210x 128mm | 260 x 128mm 55 x 50mm
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High Brightness High CRI Green Lighting No UV Emissions Life upto 30000 hours

HS

2002/95/EC
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KHIND

Experience More DOWNLIGHT

Setting Accents & Creating
Atmosphere

* High performance downlights perfect for corridors,
bathrooms, receptions and office applications.

= Recessed and Surface versions.
= Ultra-long life, lower maintenance cost

= Complies with Intl. Standards IEC 60598, IEC61347,
IEC61547, IEC62031, CE, CB and SASO

CATEGORY RECESSED SURFACED

Watts W ow 20W 30W ow 18W 20W 30W
Body Aluminium die cast | Aluminium die cast | Aluminium die cast | Aluminium die cast | Aluminium die cast | Aluminium die cast | Aluminium die cast | Aluminium dlie cast
Input Voltage AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V
Frequency 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9 >0.9 >0.9
Light Beam Angle 90° 90° 90° 90° 90° 90° 120° 120°
Lumens / Watt 90Im/w 90Im/w 90Im/w 90Im/w 90Im/w 90Im/w 90Im/w 90Im/w
Total Lumens 630Im 900Im 1800Im 2700Im 800Im 1620lm 1800Im 2700Im
CRI 80 80 80 80 80 80 80 80
Corelated Color 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K
Temperature 6500K 6500K 6500K 6500K 6500K 6500K 6500K 6500K
Dimension 90 x 45mm 90 x 45mm 165 x 45mm 225 x 50mm 90 x 40mm 110 x 40mm 175 x 38mm 220 x 38mm
Cutouts 70mm 70mm 140mm 200mm N/A N/A N/A N/A

B HS
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High Brightness High CRI Green Lighting No UV Emissions Life upto 30000 hours
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KHINOD

L LIGHTS

Slender Start With Planar Light

* Designed for applications such as corridors, back of
house and any location that requires moisture
protfection, long service hours and high switching.

/ e ] . = Energy efficient product - up fo 90Im/w

= Recessed and Surface versions.

&, ﬂ » Complies with Intl. Standards IEC 60598, [EC61347,

IEC61547, IEC62031, CE, CB and SASO

- e 5
CATEGORY RECESSED SURFACE
MODEL NUMBER KH-PL-SMD-6W KH-PL-SMD-9W KH-PL-SMD-12W KH-PL-SMD-15W KH-PL-SMD-18W KH-PL-SMD-24W  KH-SMDL-SMD-16W  KH-SMDL-SMD-24W  KH-SMDL-SMD-32W

-

Watts 6W oW 12w 15W 8w 24W 16W 24W 32W
Body Aluminium die cast | Aluminium die cast - Aluminium dlie cast = Aluminium dlie cast | Aluminium diie cast | Aluminium die cast Aluminium Aluminium Aluminium
Input Voltage AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V
Frequency 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9 >0.9 >0.9 >0.9
Light Beam Angle 110° 110° 110° 110° 110° 110° 110° 110° 110°
Lumens / Watt 70lm/w 70lm/w 80Im/w Q0Im/w 90Im/w 90Im/w 90Im/w 90Im/w Q0Im/w
Total Lumens 420lm 630im 960im 1200Im 1440lm 1920lm 1440lm 2160im 2880Im
CRI 80 80 80 80 80 80 80 80 80
Corelated Color 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K
Temperature 6500K 6500K 6500K 6500K 6500K 6500K 6500K 6500K 6500K
Dimension 120 x 12mm 150 x 12mm 170 x 12mm 190 x 12mm 225 x 12mm 300 x 12mm 120 x 40mm 175 x 40mm 225 x 40mm
Cutouts 100mm 135mm 1565mm 175mm 200mm 285mm N/A N/A N/A
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High Brightness High CRI Green Lighting No UV Emissions Life upto 30000 hours

HS

2002/95/EC
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KHIND®

Ekperience More

CATEGORY

Watts

Body

Input Voltage

Frequency

Power Factor

Light Beam Angle

Lumens / Watt

Total Lumens

CRI

Corelafed Color
Temperature

Dimension

Aluminium + PC

AC220 - 240V

50 / 60Hz

>0.9

110°

100 Im/w

3600LM

80

3000K / 4000K
6500K

595 x 595mm

EDGE LIT PANEL LIGHT

36W

40W

Aluminium + PC

AC220 - 240V

50 / 60Hz

>0.9

110°

100 Im/w

4000LM

80

3000K / 4000K
6500K

595 x 595mm

48W

Aluminium + PC

AC220 - 240V

50 / 60Hz

>0.9

110°

100 Im/w

4800LM

80

3000K / 4000K
6500K

595 x 595mm

60W

Aluminium + PC

AC220 - 240V

50 / 60Hz

>0.9

110°

100 Im/w

6000LM

80

3000K / 4000K
6500K

595 x 595mm

C

High Brightness

B

High CRI

|
@

o

Green Lighting

PANEL LIGHTS

72W
Aluminium + PC
AC220 - 240V

50 / 60Hz

>0.9

110°
100 Im/w

7200LM
80

3000K / 4000K
6500K

595 x 595mm

HS

2002/95/EC

BACK LIT PANEL LIGHT

36W 40W 48W
Aluminium + PC | Aluminium + PC | Aluminium + PC
AC220 - 240V AC220 - 240V AC220 - 240V
50 / 60Hz 50 / 60Hz 50 / 60Hz
>0.9 >0.9 >0.9
110° 110° 110°
110 Im/w 110 Im/w 110 Im/w
3960LM 4400LM 5280LM
80 80 80
3000K / 4000K = 3000K / 4000K ' 3000K / 4000K
6500K 6500K 6500K
595 x 595mm 595 x 595mm 595 x 595mm
[A
No UV Emissions Life upto 30000 hours

60W

Aluminium + PC

AC220 - 240V

50 / 60Hz

>0.9

110°

110 Im/w

6600LM

80

3000K / 4000K
6500K

595 x 595mm

72W
Aluminium + PC
AC220 - 240V

50 / 60Hz

>0.9

110°
110 Im/w

8250LM
80

3000K / 4000K
6500K

595 x 595mm
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CATEGORY

MODEL NUMBER

Watts

Body

Input Voltage

Frequency

Power Factor

Light Beam Angle

Lumens / Watt

Total Lumens

CRI

Corelafed Color
Temperature

Dimension

IP Rating

KH-FL-SMD-A1-50W

50W

Aluminium Die Cast

AC100 - 240V

50 / 60Hz

>0.9

100°

100 Im/w

5000Im

80

3000K / 4000K
6500K

210 x210x41mm

IP66

KH-FL-SMD-A1-100W

100w

Aluminium Die Cast

AC100 - 240V

50 / 60Hz

>0.9

100°

100 Im/w

10000Im

80

3000K / 4000K
6500K

280 x 240 x 45mm

IP66

FLOOD LIGHTS

Slim LED exterior floodlight

Minimum Effort. Maximum Effect

High output exteiror floodlight, with robust die-cast

aluminum body

Ideal for building facades, small car parks, garage
entrances and pathways

IP66 rated, IKO8 impact rating

Complies with Intl. Standards IEC 60598, IEC61347,

IEC61547, IEC62031. CE, CB and SASO

FLOOD LIGHT - PC LENS

KH-FL-SMD-A1-200W

200W

Aluminium Die Cast

AC100 - 240V

50 / 60Hz

>0.9

100°

100 Im/w

20000Im

80

3000K / 4000K
6500K

360 x 325 x 50mm

IP66

KH-FL-SMD-A1-300W

300W

Aluminium Die Cast

AC100 - 240V

50 / 60Hz

>0.9

100°

100 Im/w

30000im

80

3000K / 4000K
6500K

390 x 425 x 52mm

IP66

KH-FL-SMD-A1-400W

400W

Aluminium Die Cast

AC100 - 240V

50 / 60Hz

>0.9

100°

100 Im/w

40000Im

80

3000K / 4000K
6500K

445 x 445 x 55mm

IP66

KH-FL-SMD-A1-600W

600W

Aluminium Die Cast

AC100 - 240V

50 / 60Hz

>0.9

100°

100 Im/w

60000im

80

3000K / 4000K
6500K

560 x 485 x 60mm

IP66

B C¢
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High Brightness High CRI

HS

2002/95/EC

A\

Life upto 30000 hours

o

Green Lighting

No UV Emissions
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HIGHBAY LIGHTS

Minimum Dimensions with
Maximum Power

High Lumen Efficiency upto 170Im/w

Intelligent Control driver from 1-10V dimmable.
IP65 rated, IK10 impact rating

With robust die-cast aluminium body, Anti-UV PC Optical
lense with 60° / 90° / 120°

Ideal for Warehouse, Garage, Shipyard, Logistic Center,
Factory, Exhibition Hall.

Emergency Backup Battery, Aluminum Reflector options

available

Complies with Intl. Standards IEC 60598, IEC61347,
IEC61547, IEC62031, CE, CB and SASO

CATEGORY HIGHBAY LIGHT

MODEL NUMBER KH-HB-SMD-A1-100W KH-HB-SMD-A1-150W KH-HB-SMD-A1-200W KH-HB-SMD-A2-100W KH-HB-SMD-A2-150W KH-HB-SMD-A2-200W
Watts 100W 150W 200W 100w 150W 200W

Bodly Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast
Input Voltage AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V
Frequency 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9

Light Beam Angle 60° / 90° / 120° 60° / 90° / 120° 60° / 90° / 120° 60° / 90° / 120° 60° / 90° / 120° 60° / 90° / 120°
Lumens / Wartt 130 Im/w 130 Im/w 130 Im/w 170 Im/w 170 Im/w 170 Im/w

Total Lumens 13000Im 19500Im 26000Im 17000Im 25500Im 34000Im

CRI 80 80 80 80 80 80
Corelated Color 3000K / 6500K 3000K / 6500K 3000K / 6500K 3000K / 6500K 3000K / 6500K 3000K / 6500K
Temperature

Dimension 248 x 167mm 289 x 174mm 336 x 19Tmm 248 x 167mm 289 x 174mm 336 x 19Tmm

IP Rating P65 P65 P65 P65 P65 P65

High Brightness

High CRI

HS

« 2002/95/EC

Green Lighting

No UV Emissions

9

Life upto 30000 hours
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KHINOD

I

STREET LIGHTS

Aftractive on All Streets

Urban Design, Ideal for contemporary landscapes
High Lumen Efficiency of 140 Im/w

Intelligent Control driver from 1-10V dimmable

IP65 rated, IKO8 impact rating

With Robust die-cast aluminum body powder coated
Anti-UV PC Optical lens with wide beam spread

Complies with Intl. Standards IEC 60598, IEC61347,
IEC61547, [EC62031, CE, CB and SASO

CATEGORY STREET LIGHT

MODEL NUMBER KH-SL-SMD-A1-60W KH-SL-SMD-A1-80W KH-SL-SMD-A1-100W KH-SL-SMD-AT1-150W KH-SL-SMD-A1-200W KH-SL-SMD-A1-240W
Watts 60W 80W 100W 150W 200W 240W

Body Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast Aluminium Die Cast
Input Voltage AC120-277V AC120-277V AC120-277V AC120-277V AC120- 277V AC120- 277V
Frequency 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9

Light Beam Angle 60° / 90° / 120°

Lumens / Watt 140 Im/w
Total Lumens 8400lm
CRI 80

Corelated Color
3000K / 6500K

Temperature
Dimension 593 x 255 x133mm
IP Rating IP65

High Brightness

60° / 90° / 120°

140 Im/w

11200Im

80

3000K / 6500K

593 x 255 x133mm

IP65

High CRI

60° / 90° / 120°
140 Im/w
14000Im

80

3000K / 6500K

699 x 328 x141mm

IP65

« 2002/95/EC

Green Lighting

HS

No UV Emissions

60° / 90° / 120°

140 Im/w

21000Im

80

3000K / 6500K

699 x 328 x14Tmm

P65

9

A

Life upto 30000 hours

60° / 90° / 120°
140 Im/w
28000Im

80

3000K / 6500K

779 x 328 x141mm

P65

60° / 90° / 120°
140 Im/w
33600im

80

3000K / 6500K

779 x 328 x141mm

IP65

a9



BULK HEAD LIGHTS

Functionality in a Timeless Design
Classic Design, Ideal for contemporary outdoor areas.
Protection degree IP65 rated.

With Easy and Quick installation

Excellent Thermal Management

Complies with Intl. Standards IEC 60598, IEC61347,
IEC61547. IEC62031, CE, CB and SASO

CATEGORY BULK HEAD LIGHT

MODEL NUMBER KH-BHO-A1-15W KH-BHO-A1-20W KH-BHR-A1-20W KH-BHR-A1-30W
Watts 15W 20W 20W 30W
Body PC pPC PC pC
Input Voltage AC100 - 240V AC100 - 240V AC100 - 240V AC100 - 240V
Frequency 50 / 60Hz 50 / 60Hz 50 / 60Hz 50 / 60Hz
Power Factor 05709 0.9 0.9 0.9

Light Beam Angle 120° 120° 120° 120°
Lumens / Watt 80LM / W 80LM / W 80LM / W 80LM / W
Total Lumens 1200LM 1600LM 1600LM 2400LM
CRI 80 80 80 80
Corelated Color 3000K / 4000K 3000K / 4000K 3000K / 4000K 3000K / 4000K
Temperature 6500K 6500K 6500K 6500K
Dimension 215x 115 X 62mm 271 x 146 X 76mm 220 X 70mm 300 X 76.5mm
IP Rating P65 P65 IP65 P65

CB

High Brightness

C€
@

High CRI

HS

2002/95/EC

o

Green Lighting

9

No UV Emissions

Life upto 30000 hours
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NOTES

Disclaimer : KHIND believes in continuous improvement. Specifications and photos are subject to change without prior notice. Photos used are for reference
purposes only, it may look different from actual ones.
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"In the right light, at the right time, everything is extraordinary"
-Aaron Rose



